
CERTIFICATE OF CONFORMITY
Blockable submerged suction outlet for single or multiple drain use 

for use on wall and floor with no sump required
The SDX2 High Flow Safety Drain is a 10” diameter frame and grate or bulkhead style drain fitting. It includes a back plate and cover 
that is affixed to a frame, a bulkhead or an existing drain sump. SDX2 Retro replaces most existing drain covers up to 10” in diameter.

PLACE OF MANUFACTURE:
Paramount Pool & Spa Systems
295 E. Corporate Place
Suite 100
Chandler, AZ 85225   USA
(480) 893-7607

NAME OF THIRD PARTY LABORATORY: 
IAPMO R&T LAB

TEST RECORD DOCUMENTATION: IAPMO R&T
5001 E. Philadelphia Street
Ontario, CA 91761
(909) 472-4104
Test Report - March 5, 2020

Paramount Engineering PDM
Paramount Pool & Spa Systems
295 E. Corporate Place
Suite 100
Chandler, AZ 85225   USA
dconn@1paramount.com, 480-893-7607 ext. 255

COMPLIANT WITH:
•	 VGB Pool and Spa Safety Act 2017
•	 ANSI/APSP/ICC-16-2017
•	 ANSI/APSP - 7 2006

SDX2 Part Numbers:
Concrete	 XXX-162-2231-XX
Vinyl	 XXX-172-2231-XX
Fiberglass	XXX-182-2231-XX 
Retro	 XXX-192-2231-XXInstall date:________________________________________________________

Cover assembly replacement 5 years from installed date:__________________

Mud ring/bulkhead assembly replacement  
25 years from installed date:__________________________________________

Manufacture date:__________________________________________________

This product must be installed in accordance with all applicable federal, state and local codes, and 
Paramount’s written instructions.
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SOFA SDX2 FLOW RATINGS

Flow Rating (GPM) Pipe Size Pipe Port Orientation Drain Mounting 
Orientation

180 3" Side Floor

116 2.5" Side Floor

100 2" Side Floor

60 1.5" Side Floor

178 3" Bottom Floor

120 2.5" Bottom Floor

100 2" Bottom Floor

60 1.5" Bottom Floor

140 3" Side Wall

108 2.5" Side Wall

100 2" Side Wall

60 1.5" Side Wall

140 3" Bottom Wall

108 2.5" Bottom Wall

100 2" Bottom Wall

60 1.5" Bottom Wall


